ADDENDUM NO. 1

Project: 2018 Caesar Ave Street Improvements

Owner: City of Kingsville

Engineer: Rutilio P. Mora, Jr., P.E.

Addendum No. 1 Specifications Section: _ N/A Issue Date: _2/21/2019

Acknowledge receipt of this Addendum in the BID PROPOSAL submitted for this Project. Failure to acknowledge
receipt of this Addendum in the BID PROPOSAL may render the BID as non-responsive and serve as the basis for
rejecting the BID.

Make the additions, modifications or deletions to the BID PROPOSAL described in this Addendum.

Approved by: Rutilio P. Mora, Jr., P.E.

Yobilo, ¥ 7. . 2/2| /70|45

Name Date

Addendum Items:
1. Removal and disposal costs of existing base material shall be included in BID items B-2 and B-3. Saw cutting,
removal and disposal costs of existing asphalt shall be included in BID items B-6 and B-7.

2. Single course seal aggregate application rate shall be 100 SY/CY for the No. 4 grade gavel.

3. Revised Bid Proposal is posted on http://www.cityofkingsville.com/departments/purchasing/rfpbid-openings-fy-2019/
last updated February 1, 2019.

4. Revised Pavement Details and notes on Construction Plan Sheets 4, 5, 6, and 11.
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R.O.W. LINE

R.O.W. LINE

R.O.W. LINE

R.O.W. LINE

PROPOSED TYPICAL FULL DEPTH

CONSTRUCTION SECTION
BASE BID
STA. 0+00.00 TO STA. 4+25

X 37 110§/S.Y./IN. HM.AC. (TY. D7)
#4 GRADE GRAVEL (100 SY/CY)

EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
EMULSIFIED ASPHALT TREATMENT MC-30 (0.15 GAL/SY)

10" TY. 'A’ GR. 1 UMESTONE (NEW)
GEOGRID BASE REINFORCEMENT

—=2.0% MIN

PROPOSED TYPICAL MILL AND
OVERLAY SECTION
BASE BID

STA. 4425 TO STA. 32+00

R.O.W. LINE

EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
EMULSIFIED ASPHALT TREATMENT MC-30 (0.15 GAL/SY)

A\
2" 1104/5.Y./N. HM.AC. (TY. D7)
#4 GRADE GRAVEL (100 SY/CY)
EXISTING BASE TO REMAIN

R.O.W. LINE

PROPOSED TYPICAL MILL

AND OVERLAY SECTION
BASE BID

STA. 32+00 TO STA. 36+85

\: 37 1104/5.Y./IN. HM.AC. (TY. "D7)
#4 GRADE GRAVEL (100 SY/CY)

EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
EMULSIFIED ASPHALT TREATMENT MC-30 (0.15 GAL/SY)

127 TY. "A" GR. 1 UMESTONE (NEW)

VARIES
SEE PLAN VEW

SAW
cuTt

REMOVE /REPLACE 2" H.M.A.C.
REMOVE /REPLACE 10" BASE UMESTONE

AW
’ cut

TOP OF EXISTING PAVEMENT OR BASE:

v

10" TY. "A’ GR. 1 LMESTONE (NEW), 95% DENSITY — STANDARD PROCTOR
GEOGRID BASE REINFORCEMENT
COMPACTED SUBGRADE, 95% DENSITY — STANDARD PROCTOR
FULL DEPTH CONSTRUCTION
DETAIL
BASE BID

STA. 4+25 TO STA. 32+00
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VARIES
SEE PLAN VIEW

REMOVE /REPLACE 3” H.M.A.C.

SAW

cuT
AW

cuTt

| = TOP OF EXISTING PAVEMENT OR BASE:
REMOVE /REPLACE 12" BASE UMESTONE

%

127 TY. "A’ GR. 1 LIMESTONE (NEW), 95% DENSITY — STANDARD PROCTOR
GEOGRID BASE REINFORCEMENT

COMPACTED SUBGRADE, 95% DENSITY — STANDARD PROCTOR
FULL DEPTH CONSTRUCTION DETAIL
BASE BID
STA. 32+00 TO STA. 36+85
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PROPOSED TYPICAL SECTIONS
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#4 GRADE GRAVEL (100 SY/CY)
EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
EXISTING PAVEMENT

PROPOSED TYPICAL SECTION

SINGLE COURSE SEAL
ALTERNATE BID No 1

STA. 4+25 TO STA 36+85

#+ GRADE GRAVEL (100 SY/CY)
EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
EXISTING PAVEMENT

Drawn by: R. TOVAR
9/10/2018

Date:
Checked by: R. MORA

Job:

Scale: N.T.S.

#4 GRADE GRAVEL (100 SY/CY)

EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)
~——————— 2" 110#/S.Y./IN. H.M.A.C. (TY. "D") EXISTING PAVEMENT
EMULSIFIED ASPHALT TREATMENT MC-30 (0.15 GAL/SY)

4 —— 10" TY. 'A" GR. 1 LIMESTONE. 95% DENSITY — STANDARD PROCTOR

/ COMPACTED SUBGRADE, 95% DENSITY — STANDARD PROCTOR

SINGLE COURSE SEAL TOP LAYER
WITH
FULL DEPTH CONSTRUCTION DETAIL
BASE BID
STA. 4+25 TO STA. 32+00

#4 GRADE GRAVEL (100 SY/CY)
EMULSIFIED ASPHALT TREATMENT AC-5 (0.25 GAL/SY)

2018 E. CAESAR AVENUE
STREET IMPROVEMENTS

ALTERNATIVE BID OPTION

3" 1104#/5.Y./IN. HMAC. (TY. "D°) EXISTING PAVEMENT 6H A 'j ]
EMULSIFIED ASPHALT TREATMENT MC-30 (0.15 GAL/SY) fooeteccssoacanctsnssence s
| 12" T. 'A" GR. 1 LIMESTONE, 95% DENSITY — STANDARD PROCTOR ’; a° 111588 ‘e r'é
/ COMPACTED SUBGRADE. 95% DENSITY — STANDARD PROCTOR 1 Do & ’I
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FULL DEPTH CONSTRUCTION DETAIL

BASE BID

STA. 32+00 TO STA. 36+85 PAGE




PAVEMENT REPAIRS

SCALE: 1"=50'

& FULL DEPTH CONSTRUCTION
——12-WIR—— EXISTING 12" WATER LINE
——8-WIR —— EXISTING 8" WATER LINE
——6-WIR —— EXISTING 6" WATER LINE

——18-SAN EXISTING 18" SEWER LINE
8-SAN—— EXISTING 8" SEWER LINE
—_—————— — RIGHT OF WAY
— —— — BACK OF CURB
FRONT OF CURB
GUTTER
po EXISTING FIRE HYDRANTS
® EXISTING SEWER MANHOLES
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MILL OVERLAY (BASE BID) OR SEAL COAT (ALTERNATE BID No 1)
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PAVEMENT REPAIRS

SCALE: 1"=50'
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[ MILL OVERLAY (BASE BID) OR SEAL COAT (ALTERNATE BID No 1)
B 2 FULL DEPTH CONSTRUCTION
EXISTING 12" WATER LINE
EXISTING 8" WATER LINE
EXISTING 6" WATER LINE
——— EXISTING 18" SEWER LINE
——8-5An—— EXISTING 8" SEWER LINE
RIGHT OF WAY
——— BACK OF CURB
FRONT OF CURB
GUTTER
EXISTING FIRE HYDRANTS
EXISTING SEWER MANHOLES
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PROPOSED PAVEMENT REPAIRS

AND IMPROVEMENTS
2018 E. CAESAR AVENUE
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